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INVERTER STARTER

P/N: Q663
DESCRIPTION: INVERTER STARTER
NOMINAL POWER: 30 kW (active power)

INPUT LINE: 340-480 V 50/60 Hz
OUTPUT LINE: THREE-PHASE 0-330 V 0-60Hz
DIMENSIONS & MASS: WDH [mm] 620x500x350
(without resilient)
MAX 75 Kg

MAIN PROJECT STANDARDS REFERENCES:
o MIL-STD-810 (Environmental conditions)
o EN55022 and EN60664-1 (EMC)
o MIL-STD-167-1 (Vibration)
o MIL-STD-740 (Noise)
o MIL-S-901 (Shock)

COOLING SYSTEM: EXTERNAL FORCED AIR
IP GRADE: IP65
ELECTRIC INTERFACE: MIL CONNECTORS

SYSTEM
AC MOTOR STARTER FOR COMPRESSOR SYSTEM

APPLICATION FIELD: LAND DEFENCE

KEY POINT: WARM-UP STAR
C.E. MARKED *

* Test performed in Certified Laboratory

Eurocontrol S.p.A., societa a socio unico ‘ Q)

| - rore
Via Luigi Cibrario, 4 - 16154 Genova | Tel. +39 010 42 25 11 Rl}Fl © ngﬁ & R|§F| &

info@eurocontrol-spa.com | www.eurocontrol-spa.com



mailto:info@eurocontrol-spa.com%2525252525252525252525252525257C
https://www.eurocontrol-spa.com/

